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XCITE 1.5 LED
Indoor 1.5mm pixel pitch LED screen panels for UHD 4K

Pixel Pitch 1.5 mm 

Screen Type Indoor

Brightness 800 NITS (cd/m2)

Viewing Angle H 180° V 180°

Pixel Density 409,600 LEDs/m2

Pixels/Panel 320 x 320 pixels

Pixel Configuration 1R1G1B Black SMD GOB

Colour Processing 16 bit colour

Refresh Rate > 3840 Hz

Panel Size W 500 mm x H 500 mm x D 100 mm

Panel Weight 10 kg

Maintenance Options Rear

Input Voltage 110~240V AC  50-60Hz

Power Consumption Typical: 55W / panel - Max: 155W / panel

SPECIFICATIONSKEY FEATURES
ULTRA HIGH RESOLUTION 
 
Breath-taking 1.5mm pixel pitch indoor rental 
LED screen. Perfect for showcasing 4K UHD 
& beyond - this premium LED panel is perfect 
for high end projects where the best possible 
resolution is a requirement.

WIDE VIEWING ANGLES & CURVABLE

The GOB coating allows super wide viewing 
angles for viewing up close without colour 
distortion.  Make your screen curve concave up 
to 3 degrees for creative applications.  Refresh 
rate up to 3840 Hz ensures this panel looks 
great on camera.

REVOLUTIONARY CABINET DESIGN

The XCITE series panels all have a quick 
remove power pack containing power supply 
and reciever card - combined with magnetic 
front boards this allows swapping of all 
main components in under 30 seconds for 
swift maintenance.  Integrated ladder & fast 
magnetic lock system create easy builds.

Call us now on 0208 317 7775 to chat with one of the team and discuss your project


